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8.0 Consensus Alignment 
 

The next chapter (Chapter 9) details the public involvement program for this project.  A public 

alternatives meeting was held on August 4, 2005.  At this meeting Alternative 4 (described in 

Chapter 7) was presented as the preferred alternative.  Alternative 4 was also presented to the 

St. Johns County Board of County Commissioners (BCC) on September 13, 2005.  A request 

was made to the BCC to adopt the following for the reasons listed: 

• Adopt preferred Alternative 4 

• Adopt the recommended design criteria 

• Proposed rural typical section 

• 60 mph design speed 

• Access Management Class 3 

• 12’ multi-use path on west side 

• 250’ right-of-way 

� Meets the required clear zone safety criteria 

� Provides ample room for utilities 

� Greater separation between multi-use path and the travel lanes 

� Improved surface water conveyance system 

� Enhanced opportunities for landscaping 

� Accommodates future growth and needs beyond year 2037 

� Complete right-of-way plans for preferred Alternative 4 

 

The BCC requested that the County staff further coordinate the design requirements and 

alignment location with several major stakeholders, particularly the developer of SilverLeaf 

Plantation (discussed in Chapter 2.4), prior to adopting the preferred alternative and design 

criteria.   

 

8.1 Consensus Alignment 

Between September 2005 and January 2006, alignment location issues were resolved with the 

developer of SilverLeaf Plantation, the developer of World Commerce Center, and the 

developer of Murabella.  In an effort to reduce the right-of-way footprint, the typical section was 

also modified as shown in Figures 8.2.1, 8.2.2, and 8.2.3.   Figure 8.1 illustrates the alignment 

modifications made to Alternative 4.  The revised alternative is known as the Consensus 
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Alignment.  The following is a summary of the major alignment revisions to Alternative 4 and the 

corresponding reasons:  

 

• Between CR 208 and the southern boundary of the Turnbull Tract, a minor modification 

was made to the Alternative 4 alignment.  Because the right-of-way width was reduced 

from 250’ to 200’ south of SR 16, the alignment was shifted 25’ west to retain the same 

offset from the property line adjacent to the east edge of Turnbull Creek.   

 

• Between the Turnbull Tract and SR 16, the alignment was moved into a 300’ envelope 

reserved for CR 2209 by the developers of Murabella.  This shift avoids severing the 

parcel in the southeast corner of CR 2209 and SR 16.  Curves with radii of 1,700’ and 

1,500’ were introduced on the Turnbull Tract, resulting in about 4 acres of wetland 

impact reduction.  The 55 mph design speed requires superelevation rates between 7 

and 8% for these curves and provides a tangent of 2,700’ south of SR 16 

 

• The location of the Consensus Alignment through World Commerce Center and revised 

right-of-way acreage is consistent with the location provided to the developer at the time 

the development order was approved.  By shifting the alignment to the west, an existing 

FPL easement south of International Golf Parkway (IGP) is avoided. 

 

• North of IGP, negotiations with the property owner and developer of SilverLeaf resulted 

in an alignment acceptable to the County, the property owner, and the developer.  As 

can be seen on Figure 8.1, the alignment adjustments to Alternative 4 are minor and do 

not appreciably increase wetland impacts. 

 

Appendix A contains plan sheets showing the centerline of the Consensus Alignment, proposed 

right-of-way, and the pertinent topographic features. 
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8.2 Consensus Typical Section 

The rural typical section is modified by reducing the center median width from 40’ to 30’ and 

installing curb and gutter on the median side.  A 4’ paved shoulder is included within the 30’ 

width on each side.  A 5’ paved shoulder and swale section is retained on the outside.  No 

change to the 12’ multi-use path or 5’ sidewalk is proposed.  Between CR 210 and midway 

between International Golf Parkway and SR 16, a 6-lane section is proposed.  Since a 

directional median opening is proposed at this location, 2 of the 6 lanes are dropped, and 4 

lanes are proposed south of this point to CR 208.  In order to achieve this typical section, the 

design speed is reduced from 60 mph to 55 mph, although the access management class 

remains 3.      

 

The County’s land development regulations permit a 12’ multi-use path within a 75’ scenic 

buffer.  With this option and the reduction in median width, a proposed right-of-way width of 200’ 

can accommodate a 6-lane section in areas where a 75’ scenic buffer is proposed.  A 200’ right-

of-way width will also accommodate a 4-lane modified rural typical section plus 12’ multi-use 

path.  The 8-lane section described in Figure 7.4.1 between CR 210 and a future Outer Beltway 

was dropped in favor of a 6-lane section centered within 250’ of right-of-way in order to 

accommodate a future expansion if needed.  The typical section and right-of-way widths for the 

project are described as follows:      

 

CR 208 to Midway Between SR 16 and International Golf Parkway 

• 4-lane modified rural typical section within 200’ of right-of-way.  A scenic buffer is 

proposed through World Commerce Center and the Turnbull tract, owned by St. Johns 

County.  

• A scenic buffer is proposed along the west side of the roadway along the Murabella 

development and is being considered between the western right-of-way line and Turnbull 

Creek (see discussion of Turnbull Creek Area in Chapter 7.3.2). 

 

International Golf Parkway to Northern Limit of Pacetti Property 

• 6-lane modified rural typical section within 250’ of right-of-way with no scenic buffer. 
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Northern Limit of Pacetti Property to Proposed Outer Beltway (within SilverLeaf DRI) 

• 6-lane modified rural typical section within 200’ of right-of-way with 75’ scenic buffer on 

each side of the right-of-way. 

• Access management spacing will accommodate future east-west Outer Beltway. 

 

Proposed Outer Beltway to Johns Creek 

• 6-lane modified rural typical section within 250’ right-of-way with 75’ scenic buffer on 

each side of the right-of-way, with the exception of the Rayland Tract, where no scenic 

buffer is proposed.  

• A 250’ right-of-way will accommodate a possible future expansion for auxiliary or bus / 

rapid transit lanes. 

 

Johns Creek to CR 210 

• Ultimate 6-lane modified rural typical section within 250’ of right-of-way with no scenic 

buffer. 

• 6-lane interim urban typical section centered in 250’ of right-of-way with no scenic buffer 

between Leo Maguire Parkway and CR 210.  The urban typical section is the same as 

the modified rural typical section, except that the outer roadside swale is replaced with 

curb and gutter and the design speed is lowered to 45 mph.   

• The urban typical section is considered an interim treatment until such time as auxiliary 

lanes are warranted.  Since the typical section is centered within the 250’ of right-of-way, 

a future expansion can occur without requiring additional right-of-way. 

• The original PUD for Johns Creek describes 200’ of right-of-way, of which the western 

50’ are within a conservation easement.  Since this 50’ strip is required for the interim 

typical section, release of the easement and mitigation for the related impacts is 

expected to occur. 

• The developer of Johns Creek will provide an additional 50’ of right-of-way to the 200’ 

already specified in the Johns Creek PUD.  This additional 50’ may have sensitive 

environmental features which the County will address at the appropriate time. 

• The 12’ multi-use path is proposed on the east side of the roadway due to the existing 

conservation easement on the west side.  Negotiations will occur with FPL in the design 

phase regarding locating a portion of the multi-use path within the FPL easement. 

 

See Figures 8.2.1, 8.2.2, and 8.3.3 for the agreed-upon typical sections. 









Preliminary Engineering Report 

CR 2209 – St. Johns County  8-9 

 

8.3 Future Interchange at CR 210 

Section 3.6 of the “Addendum to Traffic Technical Memorandum” (contained in Chapter 5 of this 

report) notes that the CR 210 / CR 2209 intersection has an LOS of F in 2037 assuming a 

connection of CR 2209 to SR 9B and the Outer Beltway.  Computer simulation on Synchro 

determined that a 2037 LOS of C could be achieved with a single-point urban interchange 

(SPUI).  Figure 8.3.1 shows the location of the interchange and the corresponding traffic on the 

adjacent roadway segments in the opening, interim, and design years.  The feasibility of an 

interchange at this location will be re-evaluated by the County as the need arises.  

Figure 8.3.1 – Future Interchange at CR 2209 / CR 210 

 

 

 


